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DECLARATION OF CONFORMITY OF ALUMINIUM MATERIALS AND OBJECTS INTENDED 

TO COME INTO CONTACT WITH FOOD PRODUCTS 
 
 
RODACCIAI hereby certifies that its supplied aluminium wire is suitable for contact with 
food on the following basis: 
 

1) Aluminium has been approved as a suitable raw material for food contact in 
accordance with Regulation (EC) No.1935/2004 of the European Parliament, dated 
October 27th 2004; 

 
2) Aluminium wire complies with Regulation (EC) No. 2023/2006 of the European 

Parliament, dated December 22nd 2006 about good manufacturing practices for 
materials and articles intended to come into contact with food; 

 
3) Aluminium wire complies with EN 602:2004 standard, “Aluminium and aluminium 

alloys – Wrought products – Chemical composition of semi products used for the 
fabrication of articles for use in contact with food”; 

 
4) Aluminium wire complies with EN 14287 standard “Aluminium and aluminium 

alloys – Specific requirements on the chemical composition of products intended 
to be used for the manufacture of packaging and packaging components”, 
ensuring that the sum of Lead, Mercury, Cadmium and Hexavalent Chrome is not 
up to 100 ppm; 
 

5) The chemical composition of used alloys complies with the 94/62/CE article 11 – 
Directive section 1 “Heavy metal concentration levels”; 

 
6) Rodacciai uses oils in the wire production process that comply with US Food and 

Drug Administration FDA (21 CFR 178.3910); 
 

7) Rodacciai ensures the suitability of the aluminium during 2 years, whenever the 
material is duly packed in its original packaging, and kept in a proper place free of 
humidity, and in a proper temperature, to avoid any kind of condensation. 
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